


Dimensions with Quick-Coupler
and Hook-On Bucket	 444K Z-BAR / HIGH-LIFT / POWERLLEL
			   Z-Bar	 High-Lift	 Powerllel
	 A	 Dump Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . s (see page 19)	 s (see page 20)	 s (see page 20)
	 B	 Dump Reach. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . ss (see page 19)	 ss (see page 20)	 ss (see page 20)
	 C	 Maximum Digging Depth. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5.5 in. (139 mm)	 5.8 in. (148 mm)	 4.7 in. (119 mm)
	 D	 Height to Hinge Pin, Fully Raised. .  .  .  .  .  .  .  .  .  .  .  .  .  . 11 ft. 10 in. (3.60 m)	 13 ft. 1 in. (3.98 m) 	 12 ft. 0 in. (3.67 m)
	 E	 Overall Length. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . sss (see page 19)	 sss (see page 20)	 sss (see page 20)
	 F	 Maximum Rollback, Boom Fully Raised. .  .  .  .  .  .  .  .  . 55 deg.	 49 deg.	 51 deg.
	 G	 Maximum Bucket Angle, Fully Raised . .  .  .  .  .  .  .  .  .  . 42 deg.	 45 deg.	 50 deg.
	 H	 Maximum Rollback at Ground Level. .  .  .  .  .  .  .  .  .  .  .  . 42 deg.	 39 deg.	 42 deg.

	 444K Z-BAR AND HIGH-LIFT LOADERS WITH	 444K POWERLLEL LOADER WITH
	 QUICK-COUPLER AND HOOK-ON BUCKET	 QUICK-COUPLER AND HOOK-ON BUCKET

Dimensions with Quick-Coupler and Hook-On Construction Fork
			   Z-Bar	 High-Lift	 Powerllel
	 A	 Reach, Fully Raised. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 34 in. (0.86 m)	 34 in. (0.86 m)	 34 in. (0.86 m)
	 B	 Fork Height, Fully Raised. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 11 ft. 3 in. (3.44 m)	 12 ft. 5 in. (3.79 m)	 11 ft. 6 in. (3.51 m)
	 C	 Maximum Reach, Fork Level. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5 ft. 2 in. (1.57 m)	 6 ft. 0 in. (1.84 m)	 5 ft. 4 in. (1.63 m)
	 D	 Maximum Reach, Fork Height. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5 ft. 6 in. (1.69 m)	 5 ft. 7 in. (1.70 m)	 5 ft. 8 in. (1.73 m)
	 E	 Reach, Ground Level. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 2 in. (0.97 m)	 4 ft. 4 in. (1.31 m)	 3 ft. 2 in. (0.96 m)
	 F	 Depth Below Ground. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 4.2 in. (107 mm)	 0.6 in. (16 mm)	 0.1 in. (2 mm)
	 G	 Tine Length. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . s (see page 20)	 s (see page 20)	 s (see page 20)
	 H	 Overall Length. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . ss (see page 20)	 ss (see page 20)	 ss (see page 20)

	 444K Z-BAR AND HIGH-LIFT LOADERS WITH	 444K POWERLLEL LOADER WITH
	 QUICK-COUPLER AND HOOK-ON CONSTRUCTION FORK	 QUICK-COUPLER AND HOOK-ON CONSTRUCTION FORK
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444K Z-Bar with Pin-On-Type Bucket
					     General-Purpose
	 Bucket Type/Size	 with Bolt-On Edge
		  Capacity, Heaped. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2.5 cu. yd. (1.9 m3)
		  Capacity, Struck. . . . . . . . . . . . . . . . . . . . . . . . . . 2.1 cu. yd. (1.6 m3)
		  Bucket Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1,919 lb. (870 kg)
		  Bucket Width. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)
		  Breakout Force . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18,104 lb. (8212 kg)
		  Tipping Load, Straight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20,447 lb. (9275 kg)
		  Tipping Load, 40-Deg. Full Turn . .  .  .  .  .  .  .  .  .  .  .  .  . 17,796 lb. (8072 kg)
		  Reach, 45-Deg. Dump, 7-ft. (2.13 m)
			   Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 4 ft. 9 in. (1.44 m)
	 ss	 Reach, 45-Deg. Dump, Full Height. .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 5 in. (1.04 m)
	 s	 Dump Clearance, 45 Deg., Full Height. .  .  .  .  .  .  .  .  . 8 ft. 9 in. (2.67 m)
	 sss	 Overall Length, Bucket on Ground. .  .  .  .  .  .  .  .  .  .  .  . 22 ft. 6 in. (6.86 m)
		  Loader Clearance Circle, Bucket Carry
			   Position . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 36 ft. 4 in. (11.07 m)
		  Operating Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24,372 lb. (11 055 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.

444K High-Lift with Pin-On-Type Bucket
				    General-Purpose
	 Bucket Type/Size	 with Bolt-On Edge
		  Capacity, Heaped. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2.5 cu. yd. (1.9 m3)
		  Capacity, Struck. . . . . . . . . . . . . . . . . . . . . . . . . . 2.1 cu. yd. (1.6 m3)
		  Bucket Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1,919 lb. (870 kg)
		  Bucket Width. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)
		  Breakout Force . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16,656 lb. (7555 kg)
		  Tipping Load, Straight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17,392 lb. (7889 kg)
		  Tipping Load, 40-Deg. Full Turn . .  .  .  .  .  .  .  .  .  .  .  .  . 15,091 lb. (6845 kg)
		  Reach, 45-Deg. Dump, 7-ft. (2.13 m)
			   Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5 ft. 10 in. (1.78 m)
	 ss	 Reach, 45-Deg. Dump, Full Height. .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 9 in. (1.15 m)
	 s	 Dump Clearance, 45 Deg., Full Height. .  .  .  .  .  .  .  .  . 9 ft. 6 in. (2.90 m)
	 sss	 Overall Length, Bucket on Ground. .  .  .  .  .  .  .  .  .  .  .  . 24 ft. 3 in. (7.38 m)
		  Loader Clearance Circle, Bucket Carry
			   Position . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 37 ft. 5 in. (11.39 m)
		  Operating Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24,621 lb. (11 168 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.

444K Z-Bar with Quick-Coupler and Hook-On-Type Bucket
	 Bucket Type/Size	 General-Purpose with Bolt-On Edge
		  Capacity, Heaped. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2.5 cu. yd. (1.9 m3)	 2.0 cu. yd. (1.5 m3)
		  Capacity, Struck. . . . . . . . . . . . . . . . . . . . . . . . . . 2.1 cu. yd. (1.6 m3)	 1.6 cu. yd. (1.2 m3)
		  Bucket Weight with Coupler. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2,756 lb. (1250 kg)	 2,594 lb. (1177 kg)
		  Bucket Width. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)	 8 ft. 4 in. (2.54 m)
		  Breakout Force . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14,762 lb. (6696 kg)	 15,765 lb. (7151 kg)
		  Tipping Load, Straight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 18,431 lb. (8360 kg)	 18,790 lb. (8523 kg)
		  Tipping Load, 40-Deg. Full Turn . .  .  .  .  .  .  .  .  .  .  .  .  . 15,936 lb. (7229 kg)	 16,272 lb. (7381 kg)
		  Reach, 45-Deg. Dump, 7-ft. (2.13 m)
			   Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 4 ft. 10 in. (1.47 m)	 4 ft. 9 in. (1.44 m)
	 ss	 Reach, 45-Deg. Dump, Full Height. .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 9 in. (1.15 m)	 3 ft. 6 in. (1.07 m)
	 s	 Dump Clearance, 45 Deg., Full Height. .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)	 8 ft. 7 in. (2.62 m)
	 sss	 Overall Length, Bucket on Ground. .  .  .  .  .  .  .  .  .  .  .  . 23 ft. 1 in. (7.05 m)	 22 ft. 9 in. (6.93 m)
		  Loader Clearance Circle, Bucket Carry
			   Position . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 34 ft. 9 in. (11.19 m)	 36 ft. 6 in. (11.13 m)
		  Operating Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25,208 lb. (11 434 kg)	 25,047 lb. (11 361 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.
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444K High-Lift with Quick-Coupler and Hook-On-Type Bucket
	 Bucket Type/Size	 General-Purpose with Bolt-On Edge
		  Capacity, Heaped. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2.5 cu. yd. (1.9 m3)	 2.0 cu. yd. (1.5 m3)
		  Capacity, Struck. . . . . . . . . . . . . . . . . . . . . . . . . . 2.1 cu. yd. (1.6 m3)	 1.6 cu. yd. (1.2 m3)
		  Bucket Weight with Coupler. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2,756 lb. (1250 kg)	 2,594 lb. (1177 kg)
		  Bucket Width. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)	 8 ft. 4 in. (2.54 m)
		  Breakout Force . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 13,550 lb. (6146 kg)	 14,500 lb. (6577 kg)
		  Tipping Load, Straight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15,635 lb. (7092 kg)	 15,980 lb. (7249 kg)
		  Tipping Load, 40-Deg. Full Turn . .  .  .  .  .  .  .  .  .  .  .  .  . 13,459 lb. (6105 kg)	 13,782 lb. (6251 kg)
		  Reach, 45-Deg. Dump, 7-ft. (2.13 m)
			   Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5 ft. 10 in. (1.78 m)	 5 ft. 9 in. (1.75 m)
	 ss	 Reach, 45-Deg. Dump, Full Height. .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 9 in. (1.15 m)	 3 ft. 6 in. (1.07 m)
	 s	 Dump Clearance, 45 Deg., Full Height. .  .  .  .  .  .  .  .  . 9 ft. 6 in. (2.90 m)	 9 ft. 9 in. (2.98 m)
	 sss	 Overall Length, Bucket on Ground. .  .  .  .  .  .  .  .  .  .  .  . 24 ft. 3 in. (7.38 m)	 23 ft. 10 in. (7.26 m)
		  Loader Clearance Circle, Bucket Carry
			   Position . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 37 ft. 7 in. (11.47 m)	 37 ft. 4 in. (11.39 m)
		  Operating Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25,459 lb. (11 548 kg)	 25,298 lb. (11 475 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.

444K Powerllel with Quick-Coupler and Hook-On-Type Bucket
	 Bucket Type/Size	 General-Purpose with Bolt-On Edge
		  Capacity, Heaped. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2.5 cu. yd. (1.9 m3)	 2.0 cu. yd. (1.5 m3)
		  Capacity, Struck. . . . . . . . . . . . . . . . . . . . . . . . . . 2.1 cu. yd. (1.6 m3)	 1.6 cu. yd. (1.2 m3)
		  Bucket Weight with Coupler. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2,782 lb. (1262 kg)	 2,621 lb. (1189 kg)
		  Bucket Width. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8 ft. 4 in. (2.54 m)	 8 ft. 4 in. (2.54 m)
		  Breakout Force . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 13,352 lb. (6056 kg)	 14,770 lb. (6700 kg)
		  Tipping Load, Straight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15,940 lb. (7230 kg)	 16,349 lb. (7416 kg)
		  Tipping Load, 40-Deg. Full Turn . .  .  .  .  .  .  .  .  .  .  .  .  . 13,726 lb. (6226 kg)	 14,105 lb. (6398 kg)
		  Reach, 45-Deg. Dump, 7-ft. (2.13 m)
			   Clearance. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 4 ft. 11 in. (1.51 m)	 4 ft. 10 in. (1.48 m)
	 ss	 Reach, 45-Deg. Dump, Full Height. .  .  .  .  .  .  .  .  .  .  .  . 3 ft. 9 in. (1.14 m)	 3 ft. 6 in. (1.06 m)
	 s	 Dump Clearance, 45 Deg., Full Height. .  .  .  .  .  .  .  .  . 8 ft. 5 in. (2.58 m)	 8 ft. 8 in. (2.65 m)
	 sss	 Overall Length, Bucket on Ground. .  .  .  .  .  .  .  .  .  .  .  . 23 ft. 5 in. (7.15 m)	 23 ft. 1 in. (7.03 m)
		  Loader Clearance Circle, Bucket Carry
			   Position . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 36 ft. 10 in. (11.23 m)	 36 ft. 7 in. (11.15 m)
		  Operating Weight. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 26,619 lb. (12 074 kg)	 26,455 lb. (12 000 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.

Specifications with Quick-Coupler and Hook-On Construction Fork
			   Z-Bar	 High-Lift	 Powerllel
	 s	 Tine Length. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 48 in. (1.22 m)	 60 in. (1.52 m)	 48 in. (1.22 m)	 60 in. (1.52 m)	 48 in. (1.22 m)	 60 in. (1.52 m)
	ss	 Overall Length. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24 ft. 5 in. (7.45 m)	 25 ft. 6 in. (7.77 m)	 25 ft. 7 in. (7.79 m)	 26 ft. 6 in. (8.09 m)	 24 ft. 8 in. (7.52 m)	 25 ft. 8 in. (7.82 m)
	 	Tipping Load, Straight (fork level, load centered
			   and positioned at 50% tine length) . .  .  .  .  .  .  .  .  .  .  . 13,691 lb. (6210 kg)	 12,899 lb. (5851 kg)	 12,291 lb. (5575 kg)	 11,621 lb. (5271 kg)	 12,818 lb. (5814 kg)	 11,943 lb. (5417 kg)
	 	Tipping Load, 40-Deg. Full Turn (fork level, load
			   centered and positioned at 50% tine length). .  .  .  .  . 11,892 lb. (5394 kg)	 11,193 lb. (5077 kg)	 10,646 lb. (4829 kg)	 10,053 lb. (4560 kg)	 11,106 lb. (5038 kg)	 10,314 lb. (4678 kg)
		 Operating Weight . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 24,610 lb. (11 163 kg)	 24,705 lb. (11 206 kg)	 24,862 lb. (11 277 kg)	 24,956 lb. (11 320 kg)	 26,021 lb. (11 803 kg)	 26,345 lb. (11 950 kg)
		  Loader operating information is based on machine with identified linkage and standard equipment, ROPS cab, rear cast bumper/counterweight, transmission side-frame guards, bottom guards, standard
			   tires, full fuel tank, and 175-lb. (79 kg) operator. This information is affected by changes in tires, ballast, and different attachments.

Adjustments to Operating Weights and Tipping Loads with Buckets
	 Adjustments to operating weights and tipping loads are based on Z-bar machine and pin-on 2.5-cu.-yd. (1.9 m3) general-purpose bucket with bolt-on cutting edge, ROPS cab, rear cast bumper/
		  counterweight, transmission side-frame guards, bottom guards, standard tires, full fuel tank, and 175-lb. (79 kg) operator*
	 Add (+) or deduct (–) lb. (kg) as indicated for			   Tipping Load, 40-
		  loaders with three-piece rims and	 Operating Weight	 Tipping Load, Straight	 Deg. Full Turn, SAE
		  17.5 R 25, 1 Star L-3. . . . . . . . . . . . . . . . . . . . . . 0 lb. (0 kg)	 0 lb. (0 kg)	 0 lb. (0 kg)
		  17..5 R 25, 1 Star L-2. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . – 196 lb. (– 89 kg)	 – 130 lb. (– 59 kg)	 – 117 lb. (– 53 kg)
		  17.5-25, 12 PR L-3. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . – 424 lb. (– 193 kg)	 – 223 lb. (– 101 kg)	 – 256 lb. (– 116 kg)
		  17.5-25, L-2†. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . – 362 lb. (– 164 kg)	 – 165 lb. (– 75 kg)	 – 386 lb. (– 175 kg)
		  17.5-25, L-2. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . – 364 lb. (– 165 kg)	 – 168 lb. (– 76 kg)	 – 112 lb. (– 51 kg)
		  20.5-25, 12 PR L-2§ . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . + 128 lb. (+ 58 kg)	 + 119 lb. (+ 54 kg)	 + 115 lb. (+ 52 kg)
		  20.5-25, 1 Star L-2§ . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . + 454 lb. (+ 206 kg)	 + 340 lb. (+ 154 kg)	 + 313 lb. (+ 142 kg)
		  550/65 R 25, 1 Star L-2§. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . + 534 lb. (+ 242 kg)	 + 470 lb. (+ 213 kg)	 + 357 lb. (+ 162 kg)
		  Rear cast bumper/counterweight (removed). .  .  .  .  . – 229 lb. (– 104 kg)	 – 531 lb. (– 241 kg)	 – 445 lb. (– 202 kg)
	 *May change based on vehicle configuration, weight, or tire-pressure adjustments.
	 †Equipped with one-piece rims.
	 §CaCl2 not recommended.



Bucket Selection Guides*

	 444K Z-BAR LOADER WITH PIN-ON BUCKET

	 444K HIGH-LIFT LOADER WITH PIN-ON BUCKET

	 444K POWERLLEL LOADER WITH QUICK-COUPLER AND HOOK-ON BUCKET
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This guide, representing bucket sizes not necessarily manufactured by 
Deere, will help you in selecting proper bucket size for material density, 
loader configuration, and operating conditions. Optimum bucket size 
is determined after adding or subtracting all tipping load changes due 
to optional equipment. The “conservative load” line on this guide is 
recommended when operating in conditions such as soft ground and 
unlevel surfaces. The “maximum load” condition on this guide is 
sometimes utilized when operating on firm ground and level surfaces.
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Deere 2.5-cu.-yd. (1.9 m3) General-Purpose Bucket

Deere 2.0-cu.-yd. (1.5 m3) 
General-Purpose Bucket
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